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Portable Ladder Inspection Checklist TC \l2 "Portable Ladder Inspection Checklist
Ladder Location:                                             
Ladder Weight Rating:                    
        
All movable parts are operating correctly.

        
The ladder is free of any structural damage.

        
Bolts and rivets are in place, secured and free from excessive wear.

       
Steps and rungs are secure and without any looseness or wobble.

        
Ropes and pulleys on extension ladders are operational and free from defects.

        
Ladders are not twisted, distorted or warped.

        
Ladders are free from corrosion, rust, rot or other degenerative process.

        
Ladders exposed to excessive heat are removed from service, pending an inspection by the Safety or Environmental/Safety Focal Point.

        
Ladders are not painted except with clear paint, varnish, or for limited identification labeling.

        
Ladders are stored in such a way that the ladder supports no more than its own weight and is in an area free from excessive heat and moisture.

        
Wooden ladders used around toxins, carcinogens or potential carcinogens are sealed with varnish, polyurethane or comparable clear paint.

        
The ladder’s weight rating is clearly visible on the ladder.

NOTE: Ladder repairs must restore the ladder to a condition meeting its original design criteria before the ladder can be returned to use.  If the ladder cannot be restored to its original design criteria it shall be taken from use permanently.  The ladder shall then be destroyed and disposed of to prevent accidental use.

________________________________           ____/____/____

Inspector
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